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STREET LIGHTS

#1226/4A (Clear) | #1226/5 A (Frosted)
Ht 16" W 10%" Ht 16" W 10%"
Polycarbonate Acrylic

1/200, 1/100 HID,
LED 40 | 3K, 4K

— 11200, /100 HID,
w LED 40 | 3K, 4K

#1219A

Ht 26" W 14"

Polycarbonate
#1224 A #1217A #1218A #1221A
Ht 16" W 8%" Ht 24" W 13" Ht 26" W 16" Ht 30" W 16"
Polycarbonate Polycarbonate Polycarbonate Polycarbonate
11200, 1/100 HID, 1/300 INC, 1/250 MH or HPS, 1/300 INC, 1/250 MH or HPS,
LED 20 | 3K, 4K LED 40, 48,52 & 72 | 3K, 4K LED 40, 48,52 & 72 | 3K, 4K

"Strawberry" #1225 A
\‘: #1 228'1 871 A WW 14||
\ II-Eltx%42 ;N1/151/2 Polycarbonate
! 2
"Spades" Polycarbonate #1227 A

LED 40, 48, 52 & 72| 3K, 4K Polycarbonate

Polycarbonate
Clear (-4) | Frosted (-5)

1/300 INC, 1/250 MH or HPS, 1/300 INC, 1/250 MH or HPS,
LED 40, 48,52 & 72 | 3K, 4K LED 40, 48,52 & 72 | 3K, 4K
LED Wattage:

40 watt = 4,800 Lumens (70 MH) - Non-Dimmable, 120 Volt Only | 52 watt = 8,800 Lumens (125 MH) - Dimmable
48 watt = 3,200 Lumens (50 MH) - Dimmable, 120 Volt Only | 72 watt = 16,800 Lumens (175 MH) - Dimmable

Section D All LED Lumen outputs and wattages are subject to change. LED available in 3K/4K, please specify. TYPE Ill & V refractors are available with some post lights.
Page 26A Ballast Pot Holders are used with some MH & HPS fixtures. For more information, contact the factory. A Symbol indicates web link to technical drawing.
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